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RLF-E4FR-LE-15W • INSTALLATION INSTRUCTIONS
E SERIES • 4" FIRE RATED DOWNLIGHTS

READ AND FOLLOW ALL SAFETY INSTRUCTIONS
WARNING - RISK OF FIRE AND ELECTRICAL SHOCK. FIXTURE MUST BE INSTALLED BY A QUALIFIED ELECTRICIAN ONLY. FIXTURE IS  

INTENDED FOR INSTALLATION IN ACCORDANCE WITH THE NATIONAL ELECTRICAL CODE, LOCAL  AND FEDERAL SPECIFICATIONS. 
DISCONNECT POWER AT ELECTRICAL PANEL BEFORE SERVICING. RETAIN THESE INSTRUCTIONS FOR MAINTENANCE REFERENCE.

PRE-INSTALLATION

TOOLS REQUIRED

SAW, MEASURING TAPE, ELECTRICAL WIRING - USE TAPE & 
GAUGE SUITABLE FOR APPLICATION TO CONNECT THE FIXTURES.

9. PLACE ALL WIRING AND CONNECTIONS BACK INTO THE BOX AND CLOSE THE COVER.

10. INSERT HARDWIRE BOX THROUGH THE MOUNTING HOLE.

0-10V

Cable to
�xture

Green Wire

White Wire Black Wire

Power
Supply

Quick
Connect
Push-in

Terminals

1. MOUNT THE APPROPIATE TRIM
   (ROUND OR SQUARE) ON THE MODULE.

2. TWIST THE TRIM TO LOCK ON THE 
    MODULE SECURELY.

3. TURN POWER OFF FROM THE ELECTRICAL 
    PANEL BEFORE STARTING.

4. LOCATE A SUITABLE POSITION TO PLACE 
    THE FIXTURE AND OPEN IN ACCORDANCE 
    TO THE CUT-HOLE DIMENSIONS (REFER TO 
    HOLE CUT TABLE FOR APPROPIATE SIZE).

5. RUN ELECTRICAL WIRE FROM THE SWITCH 
    (POWER SUPPLY) THROUGH THE MOUNTING
    HOLE - USE NMD90 ROMEX OR BX CABLE.

NEW CONSTRUCTION
APPLICATIONS
HARDWIRE BOX SHALL BE FIRMLY 
SECURED TO STUDS, JOISTS, OR 
SIMILAR FIXED STRUCTURAL UNITS.

REMODEL
APPLICATIONS
DO NOT REQUIRE THE HARDWIRE 
BOX TO BE FIRMLY SECURED
AFTER THE MOUNTING PLATES,
STUDS, JOISTS, OR STRUCTURAL
UNITS HAVE BEEN CONCEALED.
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DRIVER WIRING
6. OPEN THE HARDWIRE BOX SWING COVER  
    AND REMOVE THE APPROPRIATE KNOCKOUT(S)

7. INSERT THE ELECTRICAL SUPPLY CABLE 
    THROUGH THE KNOCKOUT AND SECURE WITH 
    A CABLE CONNECTOR (SOLD SEPARATELY).

8. USING WIRE NUTS, CONNECT GREEN GROUND
    WIRE OF CABLE TO GREEN WIRE ON BOX. 
    CONNECT BLACK WIRE OF CABLE TO BLACK 
    INTO THE BOX AND CLOSE THE COVER.

FIXTURE INSTALLATION
11. CONNECT THE FIXTURE TO THE HARDWIRE BOX BY INSERTING AND TWISTING THE MALE/
      FEMALE CONNECTORS, AND USE SWITCH TO SELECT COLOR TEMPERATURE.

12. PUSH SPRING LOADED CLIPS AND THE FIXTURE WILL BE PULLED FLUSH TO THE CEILING.

13. ONCE ASSEMBLY IS COMPLETE, TURN ON POWER TO CONFIRM FIXTURE IS WORKING.


