NUTP13 Series Type
120VAC Continuous IP65 Rated LED Tape Light Project
Source: 3.6W/ft. LED Catalog No.
330Im/ft.
Eotes
PRODUCT DESCRIPTION PRODUCT IMAGES & DIMENSIONS

120VAC IP65 Rated LED Tape is the perfect solution for indoor or outdoor applications without the need for LED drivers. Producing
up to 330 lumens per foot, tape light can be ordered with cord and plug, or hardwired for dimming. The low profile tape is the
ideal for coves, architectural details, under and in cabinets, toe kicks, and back lighting.

FEATURES
- IP65 rated for wet locations
120VAC system - integrated LED driver
Hardwired or Cord & Plug
330 lumens / 3.6W per foot
Available in dedicated color temperature (2700K, 3000K or 4000K)
Available custom lengths up to 150'
Mounting clips included and aluminum channels available

SPECIFICATION

Construction: Continuous LED Tape is cut in the factory to specified lengths.

Power cords and IP65 rated end caps are installed in the factory prior to shipment. IP65 rating is resistant to dust and protected
against water projected by a nozzle.

Note: Tape light is non-submersible and cutting tape in the field will void ETL and warranty

Power Feed: Continuous LED Tape comes standard with a 8 cord and plug or 8" hardwire cable (2-wire). Power feed can support
lengths up to 150

Mounting: Optional aluminum channels and mounting clips are available. Recommended maunting clip distance is 1" apart.
NATL-CIP25A: 4 Deep Recessed Channel, Aluminum (NUTP13-ADHTAPE included)

NATL-CIP26A: 4 Deep Channel, Aluminum (NUTP13-ADHTAPE included)

NATL-CIP26W: 4 Deep Channel, White (NUTP13-ADHTAPE included)

NUTP13-ADHTAPE: 3M™ Adhesive Tape (ordered by foot, 108' max. length)

NATL-IP6512: Mounting Clips (Pack of 2), Clear [Two included per foot]

NATL-IP65/SP: External Surge Protector (for Hardwire only)

ELECTRICAL

Input Voltage: 120VAC

Lumens / Wattage: 330im / 3.6W per foot
Color Temperature: 2700K, 3000K or 4000K
Color Rendering Index: 90+ CRI

Beam Spread: 110° Wide Flood

Operating Temperature: -20°C to 45°C
Dimming: Triac

Run Length: Custom length (1" to 150" maximum)

Ground Fault Circuit Interrupter: Luminaire must be installed only on GFCI protected circuits. Do not install near water or where
other liquids may accumulate. Product must be installed under covered ceiling.

Surge Protector: Tape light is recommeded to be used with surge protector accessory when installed outdoors or longer run
lengths, ordered separately (NATL-IP65/SP). Compatible with hardwired tape light sections only.

LABELS AND LISTINGS
- Assembled in USA with domestic and foreign components
ETLus Listed for Wet Locations (Void if field cut)
IP65 rated (Void if field cut)
RoHS compliant
3-Year Limited Warranty for Outdoor Applications
b-Year Limited Warranty for Indoor Applications
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120VAC Continuous IP65 Rated LED Tape Light

Optional Mounting Accessories

Tape Light Length Wattage Per Foot  CCT Power Cord Description
NUTP13-WX-Y =Custom Cut (specify length) -12=3.6Wperfoot ~ -927 = 2700K JHW = 8' Hardwired NATL-CIP25A = 4 Deep Recessed Channel, Aluminum (NUTP13-ADHTAPE incl.)
[X=Feet/Y=Inches] -930 = 3000K JHWSP = 8' Hardwired with Surge Protector NATL-CIP26A = 4 Deep Channel, Aluminum (NUTP13-ADHTAPE included)

-840 = 4000K /CP =8 Cord and Plug
JCPSP = §' Cord & Plug with Surge Protector

Note: Cutting the tape light in the field will void ETL listing, warranty and IP65 rating.

NATL-CIP26W = 4 Deep Channel, White (NUTP13-ADHTAPE included)
NUTP13-ADHTAPE = 3M™ Adhesive Tape (ordered by foot, 108' max.)
NATL-IP6512 = Mounting Clips (Pack of Two), Clear [2 included per ft.]
NATL-IP65/SP = External Surge Protector (for Hardwire only)

Example: NUTP13-W17-4-12-930/CP = 17-1.08" 120VAC Continuous IP65 Rated LED Tape Light, 62.4W, 3000K, 8' Cord and Plug
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https://noralighting.com/product/natl-cip25/
https://noralighting.com/product/natl-cip26/
https://noralighting.com/product/natl-cip26/
https://noralighting.com/product/nutp13-adhtape/
https://noralighting.com/product/natl-ip6512/
https://noralighting.com/product/natl-ip65-sp/
https://noralighting.com/product/natl-ip65-sp/
https://noralighting.com/wp-content/uploads/2019/02/Limited-Warranty-Three-Year.pdf
https://noralighting.com/wp-content/uploads/2019/02/Limited-Warranty-Five-Year.pdf

NUTP13 Series Type
120VAC Continuous IP65 Rated LED Tape Light Accessories Project
Note: All accessories are factory installed, nonreturnable and noncancelable Catalog No.
Note: Tape light is non-submersible and cutting tape in the field will void ETL and warranty Notes

Hardwire Power Cord (/HW)

8' Hardwire cord used to power 120V tape light
and connect to compatible dimmer.
Factory installed only. Not sold separately.

Hardwire w/ Surge Protector (/HWSP)

8' Hardwire cord with integral surge protector.
Used to power 120V tape light, connect to
compatible dimmer and protect from potential
surges in voltage.

Factory installed only. Not sold separately.

Cord & Plug (/CP)

8' Cord and plug used to power 120V tape light.
Factory installed only. Not sold separately.

Cord & Plug w/ Surge Protector (/CPSP)

8' Cord and plug with integral surge protector.
Used ta power 120V tape light and protect
from potential surges in voltage.

Factory installed only. Not sold separately.

Extension Cables

NATL-IP65/EW-03 3" Cable
NATL-IP65/EW-06 6" Cable
Cable used to connect two sections of NUTP13
tape light.

Factory installed only. Not sold separately.

90° Left Connector

NATL-1P65/C90-L
90° Left connector used to connect two
sections of NUTP13 tape light.

Factory installed only. Not sold separately.

90° Right Connector

NATL-IP85/C30-R

90° Right connector used to connect two
sections of NUTP13 tape light.

Factory installed only. Not sold separately.

4 Deep Recessed Channel

NATL-CIP25A Aluminum Finish
Used to mount NUTP13 tape light recessed

in a surface. 4 length and field cuttable.
Adhesive tape and diffused lens are included.
Wing can be used to recess channel. Sold
separately.

Note: Channel is not compatible with the
following:

- NATL-IP65/C90-R

- NATL-IP65/C90-L

4 Deep Channel

NATL-CIP26A Aluminum Finish
NATL-CIP26W White Finish
Used to mount NUTP13 tape light to flat
surface. 4' length and field cuttable. Adhesive
tape and diffused lens are included.

Sold separately. Note: Channel is not
compatible with the following:

- NATL-1P65/C30-R

- NATL-IP65/C90-L

Clear Mounting Clips

NATL-IP6512 Pack of Two
Used to mount NUTP13 tape light to flat
surface. Two clips are included per foot with

NUTP13 tape light. Sold separately.

External Surge Protector

NATL-IP65/SP Hardwire Only (/HW)
Can only be used with Hardwire power cord
only (/HW). Must be installed in compliance
with electrical codes. Sold separately.
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NUTP13 Sample Layout (Tape Light Back View)

NOTE: ALL ORDERS ARE CUSTOM AND NON-RETURNABLE
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NUTP13 Series Type

120VAC Continuous IP65 Rated LED Tape Light Project
Source: 3.6W/ft. LED Catalog No.
330Im/ft. Notes
NUTP13 SERIES
CUT INCREMENT GUIDE
Part Number | Segment (I;;ar;git:) Part Number | Segment (I;:r;git:) Part Number | Segment (I;:r;git:)
NUTP13-WO0-4-12 1 0ft3.94in NUTP13-W11-12 33 10t10.15in NUTP13-W21-8-12 65 211t 4.35in
NUTP13-W0-8-12 2 0ft7.89in NUTP13-W11-4-12 34 1t2.09in NUTP13-W22-12 66 211t8.30in
NUTP13-W1-12 3 0ft1.83in NUTP13-W1-8-12 35 11t 6.04in NUTP13-W22-4-12 67 22 ft0.24in
NUTP13-W1-4-12 4 11t 3.78in NUTP13-W12-12 36 1t9.98in NUTP13-W22-8-12 68 22 ft4191in
NUTP13-W1-8-12 5 1ft7.721in NUTP13-W12-4-12 37 12 f£1.92in NUTP13-W23-12 69 22 ft8.13in
NUTP13-W2-12 6 11t 11.66 in NUTP13-W12-8-12 38 12ft5.87in NUTP13-W23-4-12 70 23 ft0.07in
NUTP13-W2-4-12 7 2ft3.61in NUTP13-W13-12 39 12 f£9.811in NUTP13-W23-8-12 I 23 ft4.02in
NUTP13-W2-8-12 8 2ft7.551in NUTP13-W13-4-12 40 13t1.76in NUTP13-W23-8-12 72 23t796in
NUTP13-W3-12 9 2ft1.501n NUTP13-W13-8-12 4] 13ft5.70in NUTP13-W24-12 73 23 ftM.91in
NUTP13-W3-4-12 10 3ft3.441n NUTP13-W14-12 42 13 ft9.64 in NUTP13-W24-4-12 74 24t 3.851n
NUTP13-W3-8-12 I 3ft7.38in NUTP13-W14-4-12 43 14 £1.59 in NUTP13-W24-8-12 75 24t7.79in
NUTP13-W4-12 12 3ft1.33in NUTP13-W14-8-12 bk 14ft5.53 in NUTP13-W25-12 76 24 ft .74 in
NUTP13-W4-4-12 13 4ft3.2710n NUTP13-W15-12 45 14t 9.48 in NUTP13-W25-4-12 77 25t 3.681in
NUTP13-W4-8-12 14 4ft7.2in NUTP13-W15-4-12 46 15 ft1.42in NUTP13-W25-8-12 78 25ft7.62in
NUTP13-W5-12 15 4ft1.16in NUTP13-W15-8-12 47 15 f£ 5.36 in NUTP13-W26-12 79 25 ft1.57in
NUTP13-W5-4-12 16 5ft3.101n NUTP13-W16-12 48 15t 9.31in NUTP13-W26-4-12 80 26 ft 3.51in
NUTP13-W5-8-12 17 5ft7.05in NUTP13-W16-4-12 49 16 f£1.25in NUTP13-W26-8-12 81 26 ft 7.46 in
NUTP13-W6-12 18 5ft10.99 in NUTP13-W16-8-12 50 16 ft5.20in NUTP13-W27-12 82 26 ft1.40in
NUTP13-W6-4-12 19 6 ft2.931in NUTP13-W17-12 51 16 ft 9.14 in NUTP13-W27-4-12 83 27 ft 3.34 in
NUTP13-W6-8-12 20 6 ft6.88in NUTP13-W17-4-12 52 171108 in NUTP13-W27-8-12 84 27ft7291in
NUTP13-W7-12 21 6t10.82in NUTP13-W17-8-12 53 17ft5.03 in NUTP13-W28-12 85 27t .23 in
NUTP13-W7-4-12 22 7ft2.77in NUTP13-W18-12 54 171t8.97in NUTP13-W28-4-12 86 28 ft 3.18in
NUTP13-W7-8-12 23 7ft6.71in NUTP13-W18-4-12 55 18 ft 0.911in NUTP13-W28-8-12 87 28ft712in
NUTP13-W8-12 24 7ft10.65 in NUTP13-W18-8-12 56 18 ft 4.86 in NUTP13-W29-12 88 28 ft11.06 in
NUTP13-W8-4-12 25 8 ft2.601in NUTP13-W19-12 57 18 t8.80in NUTP13-W29-4-12 89 29 ft3.01in
NUTP13-W8-8-12 26 8 ft 6.54 in NUTP13-W19-4-12 58 19t 0.75in NUTP13-W29-8-12 90 29ft6.95in
NUTP13-W3-12 27 8 ft10.49 in NUTP13-W19-8-12 59 19 ft 4.69in NUTP13-W30-12 9 29t10.901in
NUTP13-W9-4-12 28 9ft2.43in NUTP13-W20-12 60 19 ft 8.63 in NUTP13-W30-4-12 92 30ft2.84in
NUTP13-W9-8-12 29 9ft6.37in NUTP13-W20-4-12 61 20 ft0.58 in NUTP13-W30-8-12 93 30 ft6.78 in
NUTP13-W10-12 30 9t10.32in NUTP13-W20-8-12 62 20 ft 4.52in NUTP13-W31-12 9% 30ft10.73 in
NUTP13-W10-4-12 31 10ft2.261n NUTP13-W21-12 63 20ft8.47in NUTP13-W31-4-12 95 31ft 2.67in
NUTP13-W10-8-12 32 10ft6.21in NUTP13-W21-4-12 64 211t 0.41in NUTP13-W31-8-12 96 31ft6.62in
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NUTP13 Series Type

120VAC Continuous IP65 Rated LED Tape Light Project
Source: g?{;llvr;f/tf.tLED Catalog No.
’ Eotes
NUTP13 SERIES
CUT INCREMENT GUIDE (CONTINUED)
Part Number | Segment (I;;ar;git:) Part Number | Segment (I;:r;git:) Part Number | Segment (I;:r;git:)
NUTP13-W32-12 97 31 ft10.56 in NUTP13-W42-8-12 129 42 ft476in NUTP13-W53-12 161 52 ft10.97 in
NUTP13-W32-4-12 98 32ft2.50in NUTP13-W43-12 130 42 ft8.7in NUTP13-W53-4-12 162 53 ft2.91in
NUTP13-W32-8-12 99 32 ft6.451n NUTP13-W43-4-12 131 43 ft0.651n NUTP13-W53-8-12 | 163 53 ft 6.86 in
NUTP13-W33-12 100 32 1t10.39 in NUTP13-W43-8-12 | 132 43 ft4.60in NUTP13-W54-12 164 53 ft10.80 in
NUTP13-W33-4-12 101 33 t2.33in NUTP13-W44-12 133 43 ft 8.541n NUTP13-W54-4-12 165 54 ft 2.74 in
NUTP13-W33-8-12 | 102 33 ft6.281in NUTP13-W44-4-12 | 134 44 ft 0.48 in NUTP13-W54-8-12 166 54 ft 6.69 in
NUTP13-W34-12 103 33 t10.22in NUTP13-W44-8-12 | 135 4k ft 443 in NUTP13-W55-12 167 54 f£10.63 in
NUTP13-W34-4-12 104 341t 2.17in NUTP13-W45-12 136 44 1t 8.37in NUTP13-W55-4-12 | 168 55 ft 2.58 in
NUTP13-W34-8-12 | 105 34 ft 6.11in NUTP13-W45-4-12 137 45t0.32in NUTP13-W55-8-12 169 55 ft 6.52 in
NUTP13-W35-12 106 34 ft10.051n NUTP13-W45-8-12 | 138 45 ft 4.26 in NUTP13-W56-12 170 55 ft10.46 in
NUTP13-W35-4-12 107 35t 200 in NUTP13-W46-12 139 451t8.20in NUTP13-W56-4-12 m 56 ft 2.411n
NUTP13-W35-8-12 | 108 35ft5.94in NUTP13-W46-4-12 140 46 ft0.151n NUTP13-W56-8-12 172 56 ft 6.35in
NUTP13-W36-12 109 35ft9.89in NUTP13-W46-8-12 141 46 ft 4,09 in NUTP13-W57-12 173 56 ft10.30 in
NUTP13-W36-4-12 10 36 ft1.83in NUTP13-W47-12 142 46 ft8.03in NUTP13-W57-4-12 174 57 ft 2.24in
NUTP13-W36-8-12 m 36 ft5.77in NUTP13-W47-12 143 46 ft 11.98 in NUTP13-W57-8-12 175 57 ft 6.18 in
NUTP13-W37-12 12 36 ft9.72in NUTP13-W47-4-12 144 47ft3.92in NUTP13-W58-12 176 57 ft10.13in
NUTP13-W37-4-12 13 37ft1.66in NUTP13-W47-8-12 145 47ft7.87in NUTP13-W58-4-12 7 58 ft 2.07in
NUTP13-W37-8-12 114 37ft5.61in NUTP13-W48-12 146 47t 11.81in NUTP13-W58-8-12 | 178 58 ft 6.02 in
NUTP13-W38-12 15 37t9.55in NUTP13-W48-4-12 147 48 ft 3.75in NUTP13-W59-12 179 58 ft 9.96 in
NUTP13-W38-4-12 116 38 ft1.49in NUTP13-W48-8-12 | 148 48 ft 770 in NUTP13-W59-4-12 | 180 59 f£1.90 in
NUTP13-W38-8-12 m 38 ft 5.44in NUTP13-W49-12 149 48 ft 11.64 in NUTP13-W59-8-12 181 59 ft 5.85 in
NUTP13-W39-12 18 38 t9.38in NUTP13-W49-4-12 150 49 ft3.59in NUTP13-W60-12 182 59 ft9.79 in
NUTP13-W39-4-12 19 39 ft1.321in NUTP13-W49-8-12 151 49ft753in NUTP13-W60-4-12 | 183 60 ft 174 in
NUTP13-W39-8-12 | 120 39 ft5.27in NUTP13-W50-12 152 49 ft .47 in NUTP13-W60-8-12 | 184 60 ft 5.68 in
NUTP13-W40-12 121 39ft9.21in NUTP13-W50-4-12 | 153 50 ft 3.42in NUTP13-W61-12 185 60 ft 9.62 in
NUTP13-W40-4-12 122 40 ft1.16in NUTP13-W50-8-12 154 50 ft 7.36 in NUTP13-W61-4-12 186 61ft1.57in
NUTP13-W40-8-12 | 123 40 ft5.101in NUTP13-W51-12 155 50 ft 1.311n NUTP13-W61-8-12 187 61t 5.51in
NUTP13-W41-12 124 40 ft 9.04 in NUTP13-W51-4-12 156 511t 3.25in NUTP13-W62-12 188 61t 9.45in
NUTP13-W41-4-12 125 411t0.99in NUTP13-W51-8-12 157 51t 719 in NUTP13-W62-4-12 | 189 62 ft 140 in
NUTP13-W41-8-12 126 411t 4.93in NUTP13-W52-12 158 51t .14in NUTP13-W62-8-12 190 62 ft 5.34 in
NUTP13-W42-12 127 411t 8.88in NUTP13-W52-4-12 159 52 ft 3.08 in NUTP13-W63-12 191 62 ft9.29in
NUTP13-W42-4-12 | 128 421t0.82in NUTP13-W52-8-12 160 52 ft7.03in NUTP13-W63-4-12 192 63 ft1.23in
NOR A Telso0 506675 v noralighting.com | e-mait noragnoraighting.com

LIGHTING © 2026 Nora Lighting, Inc. All rights reserved. Specifications subject to change without notice.



NUTP13 Series Type

120VAC Continuous IP65 Rated LED Tape Light Project
Source: g?{;llvr;f/tf.tLED Catalog No.
’ Eotes
NUTP13 SERIES
CUT INCREMENT GUIDE (CONTINUED)
Part Number | Segment (I;;ar;git:) Part Number | Segment (I;:r;git:) Part Number | Segment (I;:r;git:)
NUTP13-W63-8-12 | 193 63 ft5.171in NUTP13-W74-12 225 73ft1.38in NUTP13-W84-8-12 | 257 84 ft5.58in
NUTP13-W64-12 194 63 ft9.12in NUTP13-W74-4-12 | 226 74t 3.32in NUTP13-W85-12 258 84 t9.53in
NUTP13-W64-4-12 195 64 ft 1.06 in NUTPI3-W74-8-12 | 227 74£7.27in NUTP13-W85-4-12 | 259 85 ft 1.47 in
NUTP13-W64-8-12 196 64 ft 5.011n NUTP13-W75-12 228 74 £t 1.210n NUTP13-W85-8-12 | 260 85 ft 5.42in
NUTP13-W65-12 197 64 ft 8.95 in NUTP13-W75-4-12 | 229 75ft3.051n NUTP13-W86-12 261 85t 9.36 in
NUTP13-We5-4-12 | 198 65 ft 0.89 in NUTP13-W75-8-12 | 230 75ft710in NUTP13-W86-4-12 | 262 86 ft1.30in
NUTP13-W65-8-12 199 65 ft 4.84 in NUTP13-W76-12 231 75 ft 11.04 in NUTP13-W86-8-12 | 263 86 ft 5.25in
NUTP13-W66-12 200 65 ft 8.78 in NUTP13-W76-4-12 | 232 76 ft2.99 in NUTP13-W87-12 264 86 ft9.19in
NUTP13-W66-4-12 201 66 ft 0.73 in NUTP13-W76-8-12 | 233 76 ft 6.93 in NUTP13-W87-4-12 | 265 87 ft 1.14in
NUTP13-We6-8-12 | 202 66 ft 4.67 in NUTP13-W77-12 234 76 ft10.87 in NUTP13-W87-8-12 | 266 87ft5.08in
NUTP13-W67-12 203 66 ft 8.61in NUTPI3-W77-4-12 | 235 771t 2.82in NUTP13-W88-12 267 87ft9.02in
NUTP13-W67-4-12 | 204 67 ft 0.56 in NUTP13-W77-8-12 | 236 77t 6.76 in NUTP13-W88-4-12 | 268 88 ft0.97in
NUTP13-W67-8-12 | 205 67 ft 450 in NUTP13-W78-12 237 T7ft10.71in NUTP13-W88-8-12 | 269 88 ft 4.91in
NUTP13-W68-12 206 67 ft 8.44 in NUTPI3-W78-4-12 | 238 78 ft 2.65 in NUTP13-W89-12 210 88 ft 8.851n
NUTP13-W68-4-12 | 207 68 ft 0.39 in NUTP13-W78-8-12 | 239 78 ft6.59 in NUTP13-W89-4-12 M 89 ft0.80 in
NUTP13-W68-8-12 | 208 68 ft 4.33in NUTP13-W79-12 240 78 ft10.54 in NUTP13-W89-8-12 | 272 89 ft 4.74in
NUTP13-W69-12 209 68 ft 8.28 in NUTP13-W79-4-12 241 79 ft 2.48 in NUTP13-W90-12 273 89 ft 8.69 in
NUTP13-W69-4-12 210 69 ft 0.22 in NUTPI3-W79-8-12 | 242 79 ft 6.43 in NUTP13-W90-4-12 | 274 90 ft0.63in
NUTP13-W69-8-12 p| 69 ft 4.16 in NUTP13-W80-12 243 79 f£10.37 in NUTP13-W90-8-12 | 275 90 ft 4.57in
NUTP13-W70-12 22 69 ft 8.11in NUTP13-W80-4-12 | 244 80 ft 2.31in NUTP13-W91-12 276 90 ft8.52in
NUTP13-W70-4-12 213 70t 0.05in NUTP13-W80-8-12 | 245 80 ft 6.26 in NUTP13-W91-4-12 271 911t 0.46 in
NUTP13-W70-4-12 24 70ft4.00in NUTP13-W81-12 246 80 ft10.20in NUTP13-W91-8-12 278 91 ft 4.4in
NUTP13-W70-8-12 215 70 ft 7.94 in NUTP13-W81-4-12 247 81ft2.151n NUTP13-W92-12 279 91ft8.351n
NUTP13-W71-12 216 70 ft11.88 in NUTP13-W81-8-12 248 81ft6.09in NUTP13-W92-4-12 | 280 92t0.29in
NUTP13-W71-4-12 27 Tft3.83in NUTP13-W82-12 249 811t10.03in NUTP13-W92-8-12 281 92 ft 4.24 in
NUTP13-W71-8-12 218 Nt 777in NUTP13-W82-4-12 | 250 82198 in NUTP13-W93-12 282 92 ft8.181in
NUTP13-W72-12 219 Tt 1.72in NUTP13-W82-8-12 251 82 ft5.92in NUTP13-W93-4-12 | 283 93 ft0.13in
NUTP13-W72-4-12 | 220 72 f£ 3.66 in NUTP13-W83-12 252 82 ft9.86 in NUTP13-W93-8-12 | 284 93 ft 407 in
NUTP13-W72-8-12 2 72 f£7.60 in NUTP13-W83-4-12 | 253 83 ft1.811in NUTP13-W94-12 285 93 ft 8.01in
NUTP13-W73-12 222 72 ft11.55in NUTP13-W83-8-12 | 254 83 ft5.751in NUTP13-W94-12 286 93 ft 1.96 in
NUTP13-W73-4-12 | 223 731t 3.49in NUTP13-W84-12 255 83 ft9.70in NUTP13-W94-4-12 | 287 94ft3.90in
NUTP13-W73-8-12 | 224 73 ft T4k in NUTP13-W84-4-12 | 256 84 ft 1.64 in NUTP13-W94-8-12 | 288 94ft7.85in
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NUTP13 Series Type

120VAC Continuous IP65 Rated LED Tape Light Project
Source: g?{;llvr;f/tf.tLED Catalog No.
’ Eotes
NUTP13 SERIES
CUT INCREMENT GUIDE (CONTINUED)
Part Number | Segment (I;;ar;git:) Part Number | Segment (I;:r;git:) Part Number | Segment (I;:r;git:)
NUTP13-W95-12 289 94 ft .79 in NUTP13-W105-8-12 | 321 105t 5.99 in NUTP13-Wn6-4-12 | 353 116 ft 0.20 in
NUTP13-W95-4-12 | 290 95t 3.73in NUTP13-W106-12 322 105 ft 9.94 in NUTP13-W1i6-8-12 | 354 116 ft 4.14 in
NUTP13-W95-8-12 291 95t 7.68 in NUTP13-W106-4-12 | 323 106 f£1.88 in NUTP13-W117-12 355 116 ft 8.09 in
NUTP13-W96-12 292 95 ft 11.62 in NUTP13-W106-8-12 | 324 106 ft 5.83 in NUTP13-WN17-4-12 | 356 17 f£0.03in
NUTP13-W96-4-12 | 293 96 ft 3.56 in NUTP13-W107-12 325 106 ft 9.77 in NUTP13-WN17-4-12 | 357 17t 3.97in
NUTP13-W96-8-12 | 294 96 ft 7.51in NUTP13-W107-4-12 | 326 107 ft1.71in NUTP13-Wn17-8-12 | 358 17 ft792in
NUTP13-W97-12 295 96 ft 11.45 in NUTP13-W107-8-12 | 327 107 ft 5.66 in NUTP13-W118-12 359 17 ft 11.86in
NUTP13-W97-4-12 | 296 97 f£ 3.40 in NUTP13-W108-12 328 107 ft9.60 in NUTP13-W118-4-12 | 360 118 ft 3.81in
NUTPI3-W97-8-12 | 297 97 ft 7.34 in NUTP13-W108-4-12 | 329 108 ft 1.55in NUTP13-Wn8-8-12 | 361 118 ft7.75in
NUTP13-W98-12 298 97ft1.28 in NUTP13-W108-8-12 | 330 108 ft 5.49 in NUTP13-W1n9-12 362 118 ft 11.69 in
NUTP13-W98-4-12 | 299 98 ft 3.23 in NUTP13-W109-12 331 108 ft 9.43 in NUTP13-Wn9-4-12 | 363 19 ft 3.64 in
NUTP13-W98-8-12 | 300 98 ft 7.17in NUTP13-W109-4-12 | 332 109 ft1.38 in NUTP13-Wn3-8-12 | 364 19 ft 7.58 in
NUTP13-W99-12 301 98 ft 11.12in NUTP13-W109-8-12 | 333 109 f£ 5.32in NUTP13-W120-12 365 19 ft .53 in
NUTP13-W99-4-12 | 302 99 ft 3.06 in NUTP13-W110-12 334 109 f£9.27in NUTP13-W120-4-12 | 366 120 ft 3.47 in
NUTP13-W99-8-12 | 303 99 ft 700 in NUTPI3-WN0-4-12 | 335 10 ft1.21in NUTP13-W120-8-12 | 367 120 ft 7.41in
NUTP13-W100-12 304 99 ft10.95in NUTP13-Wn0-8-12 | 336 10 ft5.15in NUTP13-W121-12 368 120 f£ 1.36 in
NUTP13-W100-4-12 | 305 100 f£ 2.89 in NUTP13-W1T1-12 337 10t9.10in NUTP13-W121-4-12 | 369 1211£3.30in
NUTP13-W100-8-12 | 306 100 ft 6.84 in NUTP13-Wm-4-12 | 338 M ft1.04in NUTPI3-W121-8-12 | 370 1211£7.25in
NUTP13-W101-12 307 100 f£ 10.78 in NUTP13-Wm-8-12 | 339 Mft4.98in NUTP13-W122-12 3 1211t 119 in
NUTP13-W101-4-12 | 308 101ft2.72in NUTP13-W112-12 340 Mft8.93in NUTP13-W122-4-12 | 372 122 £t 3.13 in
NUTP13-W101-8-12 | 309 101t 6.67 in NUTP13-W112-4-12 341 112 ft0.871in NUTP13-W122-8-12 | 373 122 f£7.08 in
NUTP13-W102-12 310 101t 10.61in NUTP13-W112-8-12 | 342 112 ft 4.82in NUTP13-W123-12 374 122 ft 11.02 in
NUTP13-W102-4-12 | 3N 102 ft 2.56 in NUTP13-W113-12 343 112t8.76in NUTP13-W123-4-12 | 375 123ft2.97in
NUTP13-W102-8-12 | 312 102 f£ 6.50 in NUTPI3-WN3-4-12 | 344 113 ft0.70in NUTP13-W123-8-12 | 376 123 ft6.91in
NUTP13-W103-12 313 102 ft 10.44 in NUTPI3-WN3-8-12 | 345 113 ft 4.65in NUTP13-W124-12 377 | 123ft10.85in
NUTP13-W103-4-12 | 314 103 ft2.39in NUTP13-W114-12 346 113 ft8.59in NUTP13-W124-4-12 | 378 124 £2.80in
NUTP13-W103-8-12 | 315 103 ft6.33 in NUTP13-WN4-4-12 | 347 114 ft 0.54 in NUTP13-W124-8-12 | 379 124 £ 6.74 in
NUTP13-W104-12 316 103 ft10.27in NUTP13-Wn14-8-12 | 348 114 ft 4.48 in NUTP13-W125-12 380 | 124t10.68in
NUTP13-W104-4-12 | 317 104 ft2.22 in NUTP13-W115-12 349 114 ft 8.42 in NUTP13-W125-4-12 | 381 125 £ 2.63 in
NUTP13-W104-8-12 | 318 104 ft 6.16 in NUTPI3-Wn5-4-12 | 350 115t 0.37in NUTP13-W125-8-12 | 382 125 ft 6.57in
NUTP13-W105-12 319 104 f£10.11in NUTP13-Wni5-8-12 | 351 115 ft 4.31in NUTP13-W126-12 383 | 125ft10.52in
NUTP13-W105-4-12 | 320 105t 2.05in NUTP13-W116-12 352 115 ft 8.26 in NUTP13-W126-4-12 | 384 126 ft 2.46 in
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NUTP13 Series Type

120VAC Continuous IP65 Rated LED Tape Light Project
Source: 3.6W/ft. LED Catalog No.
330Im/ft. Notes
NUTP13 SERIES
CUT INCREMENT GUIDE (CONTINUED)
Part Number | Segment (I;;ar;git:) Part Number | Segment (I;:r;git:) Part Number | Segment (I;:r;git:)
NUTP13-W126-8-12 | 385 126 ft 6.40 in NUTPI3-W137-4-12 | 417 137t 0.61in NUTP13-W147-8-12 | 449 147 ft 6.81in
NUTP13-W127-12 386 | 126ft10.35in NUTP13-W137-8-12 | 418 137 ft 4.55in NUTP13-W148-12 450 147 ££10.76 in
NUTP13-W127-4-12 | 387 127 f£ 2.29 in NUTP13-W138-12 419 137t 8.50in NUTP13-W148-4-12 | 451 148 ft 2.70 in
NUTP13-W127-8-12 | 388 127 ft 6.24 in NUTP13-W138-4-12 | 420 138 ft 0.44 in NUTP13-W148-8-12 | 452 148 ft 6.65 in
NUTP13-W128-12 389 127 t10.18 in NUTP13-W138-8-12 | 421 138 ft 4.38 in NUTP13-W149-12 453 148 f£10.59 in
NUTP13-W128-4-12 | 390 128 ft 2.12in NUTP13-W139-12 422 138 ft 8.33 in NUTP13-W149-4-12 | 454 149 f£ 2.53 in
NUTP13-W128-8-12 | 391 128 ft 6.07 in NUTP13-W139-4-12 | 423 139t 0.27 in NUTP13-W149-8-12 | 455 149 f£ 6.48 in
NUTP13-W129-12 392 128 f£10.01in NUTP13-W139-8-12 | 424 139 ft 4.22 in NUTP13-W150-12 456 149 f£10.42 in
NUTPI3-W129-4-12 | 393 129 f£1.96 in NUTP13-W140-12 425 139 ft 8.16 in
NUTP13-W129-8-12 | 394 129 f£5.90in NUTP13-W140-4-12 | 426 140 f£ 0.10/in
NUTP13-W130-12 395 129 f£9.84 in NUTP13-W140-8-12 | 427 140 ft 4.05in
NUTP13-W130-4-12 | 396 130 ft 1.79 in NUTP13-W140-8-12 | 428 140 ft 7.99 in
NUTP13-W130-8-12 | 397 130 ft5.73 in NUTP13-W141-12 429 140 ft 11.94 in
NUTP13-W131-12 398 130 ft 9.68 in NUTP13-W141-4-12 | 430 141t 3.88 in
NUTP13-W131-4-12 | 399 131ft1.62in NUTP13-W141-8-12 431 141t 7.82 in
NUTP13-W131-8-12 | 400 131t 5.56 in NUTP13-W142-12 432 141177 in
NUTP13-W132-12 401 1311t 9.51in NUTPI3-W142-4-12 | 433 142t 3.7in
NUTP13-W132-4-12 | 402 132 ft1.451n NUTP13-W142-8-12 | 434 142 f£ 7.66 in
NUTP13-W132-8-12 | 403 132 ft5.39in NUTP13-W143-12 435 142 f£ 11.60 in
NUTP13-W133-12 404 132 ft9.34 in NUTP13-W143-4-12 | 436 143 ft 3.54in
NUTP13-W133-4-12 | 405 133 ft1.28 in NUTP13-W143-8-12 | 437 143 ft 7.49 in
NUTP13-W133-8-12 | 406 133 ft5.23 in NUTP13-W144-12 438 143 ft .43 in
NUTP13-W134-12 407 133 ft9.17in NUTPI3-W1k4-4-12 | 439 144 f£ 3.38 in
NUTP13-W134-4-12 | 408 134 ft 1.1in NUTP13-W144-8-12 | 440 144 £ 7.32 in
NUTP13-W134-8-12 | 409 134 ft5.06 in NUTP13-W145-12 44 144 f£ 11.26 in
NUTP13-W135-12 410 134 ft9.00 in NUTP13-W145-4-12 | 442 145 ft 3.21in
NUTP13-W135-4-12 411 1351t 0.95in NUTP13-W145-8-12 | 443 145 ft 7.15in
NUTP13-W135-8-12 | 412 135 ft 4.89 in NUTP13-W146-12 bkl 145 £t 11.09 in
NUTP13-W136-12 413 135t 8.83 in NUTP13-W146-4-12 | 445 146 ft 3.04 in
NUTP13-W136-4-12 | 414 136 ft 0.78 in NUTP13-W146-8-12 | 446 146 f£ 6.98 in
NUTP13-W136-8-12 | 415 136 ft 4.72in NUTP13-W147-12 447 | 14611093 in
NUTP13-W137-12 416 136 ft 8.67in NUTP13-W147-4-12 | 448 147 ft 2.87 in
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