
Product Installation Instructions  

visualcomfort.com © 2024 Visual Comfort & Co. All rights reserved. 1 

General Product Information 

           

                   

           

             

Suggested/Required Tools 

          

          

Safety Information 

CAUTION-RISK OF FIRE 

This product must be installed in accordance with the applicable installation 
code by a person familiar with the construction and operation of the product 

and the hazards involved. 

USE MINIMUM 90°C SUPPLY CONDUCTORS. 
 

 

Turn off electrical current at the source before working 
with any lighting fixture or portable lamp. 

Install and use this product in adherence with local 
electrical codes and regulations. 

 

 
 

 
STAGGER RING MEDIUM, LARGE & X-LARGE CHANDELIERS 
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FIXTURE PARTS 

A. Junction Box with Mounting Plate 
B. Junction Box Hole 
C. Wire Nut Connections 
D. Hanger Bar 
E. Hanger Bar Nails 
F. Hanger Bar Nut 
G. Drivers (2) 
H. Driver Housing (2) 
I. Anchor Screws 
J. Washer 
K. Posts 
L. Short Stems (Required for 

Installation!) 
M. Canopy 
N. Allen Wrench 
O. Set Screws 
P. Tall Stem Assemblies 
Q. Medium Stem Assemblies 
R. LEDs 
S. Fixture 
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INSTRUCTIONS 

I. Preparing for Installation 

1. Carefully, unbox and 
examine all the items 
included in the 
packaging of the 
fixture.  

2. Identify a desired 
mounting location for 
the fixture that is not 
directly in front of a 

joist ceiling. 

3. Safety first! Locate 
the circuit breaker 
and switch it off to 
cut off the power 
supply to the relevant 
circuits to ensure 
there’s no electricity 
running through the 
wiring. 

4. Cut a 2.75” hole into 
the with a circular 
saw or ceiling other 
applicable tool, using 
the supplied template 
(1A). 

5. Insert the junction box into the hole until the junction box 
ceiling plate is flush with the ceiling. Ensure that the junction 
box plate is level and mounted parallel with the ceiling (1B). 

6. With a screwdriver drill bit, drill and turn the two recessed 

screw heads on clockwise, one at a junction box time, until 
you feel that the wall is firmly gripped on the interior side. 

7. Use the markings on the bracket according to wall thickness. 
Choose between 0.5” or 0. 5” thick 62 walls. Then place the 
hanger bar on the bracket and secure it together using the 
hanger bar nut (2A).  

8. Extend hangar bar arms to the left and right joists and nail 
them into place (2B). 

9. Attach the conduit to either the top hole or the back plate of 
the junction box (run from low-voltage wires from the 

transformers into the junction box; 2C). 

10. Cut a 2.75” diameter size hole and install drywall to the joists 
(2D). 
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II. Preparing the Fixture 

1. Determine the desired height of the fixture and assemble the stems accordingly and to equal lengths: 

a) For the stem that connects to the canopy, feed the fixture wires through each section of the stem 

assembly, short stem (screwing the sections together as each piece is added), and canopy.  

b) Screw the remaining three (3) stems and short stems together.  

c) Screw all the stems to the top of the fixture. 

2. Place the fixture under the desired mounting surface in relation to the junction box mounting location. 

3. Use a plum bob or a laser level to mark each anchor mounting point on the ceiling. 

4. Drill a hole at the marked locations to fit the anchor screws with attached posts and short stems into. 

5. Using the help of a second person, raise the fixture stems up to the three (3) short stems and secure them 

together using the set screws and Allen wrench. 

III. Wiring & Installing the Fixture (See Illustration on Pg. 2) 

1. In accordance with local electrical codes, connect the fixture ground wire (bare copper or silver wire) to suitable 
ground. This may be a green ground screw on the mounting plate, which the ground wire should be tightly 
wrapped around or a house wire (green or bare copper wire without insulation). 

2. Twist the bare ends of the following pairs of wires together using a wire nut to secure a connection: 

a) Red low-voltage transformer wire to the red low-voltage fixture wires 

b) Blue low-voltage transformer wire to the blue low-voltage fixture wires 

c) Red/white low-voltage transformer wire to the red/white low-voltage fixture wires 

d) Blue/white low-voltage transformer wire to the blue/white low-voltage fixture wires 

3. Carefully tuck the driver and all the wires behind the mounting plate and into the junction box. 

4. Screw the junction box adapter to the junction box. 

5. Insert the washer into the adapter and secure the canopy into place with the fixture screws. 

6. Turn the power back on and test the fixture’s functioning.  
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